


AIA #

SIS # Product Specifications

Intended Environment: Type Il (Self Contained and Remote) - Designed to operate in maximum ambient conditions of 80°F (24°C) and 55% relative humidity.  

Zone Intended Product To Be Displayed Avg Prod Temp °F/°C

All Packaged Refrigerated Products 38°F / (3.3°C)

ANSI/NSF 7

•	Due to continuing engineering improvements, specifications are subject to change without notice.

• Case temperature will vary if the air curtain is disrupted.

FEDERAL INDUSTRIES
A Standex Company

215 Federal Avenue Belleville, Wisconsin 53508-9201

Phone: 800‑356‑4206
Fax: 608-424-3234
Email: Geninfo@Federalind.com
Website: Federalind.com

IntendedEnvironment:TypeI (Self Contained)-Designedtooperateinmaximumambientconditionsof75°F(24°C)and55%relativehumidity. Type II (Remote) -Designedto
operateinmaximumambientconditionsof80°F(24°C)and55%relativehumidity

Zone Intended Product To Be Displayed Avg Prod Temp °F/°C

All Packaged Refrigerated Products 38°F / (3.3°C)

DIMENSION: xx"/(mm)

DIMENSION TOLERANCE +/- 0.25 (6.4)

MODEL
DIMENSIONS

SHELVES
SHIPPING WHT SELF CONTAINED OPTIONAL

NEMA PLUG REMOTE
BTU

@ 20˚F
L D H UNITS LBS KILO VOLTAGE AMPS CONFIG (SC) VOLTAGE AMPS

RSSM-378SC
36 35.25 78 in.

4 835 378 208-240/60/1 MAX FUSE 20 L14-20P 120/60/1 MAX FUSE 15 5400
914 895 1981 mm.

RSSM-478SC
47.25 35.25 78 in.

4 925 419 208-240/60/1 MAX FUSE 20 L14-20P 120/60/1 MAX FUSE 15 7500
1200 895 1981 mm.

RSSM-578SC
59.25 35.25 78 in.

4 1160 525 208-240/60/1 MAX FUSE 30 L14-20P 120/60/1 MAX FUSE 15 9,000
1505 895 1981 mm.

RSSM-678SC
71.25 35.25 78 in.

8 1220 553 208-240/60/1 MAX FUSE 30 L14-20P 120/60/1 MAX FUSE 15 10,500
1810 895 1981 mm.

RSSM-878SC
91.5 35.25 78 in.

8 1590 720 208-240/60/1 MAX FUSE 30 L14-20P 120/60/1 MAX FUSE 15 15,000
2324 895 1981 mm.

REFRIGERATED SELF-SERVE HIGH PROFILE SPECIALTY MERCHANDISER – 35” D

Product Specifications

AIA#

SIS#

FEDERAL INDUSTRIES
A Standex Company
215 Federal Avenue, Belleville, WI 53508-9201

PHONE: 800-356-4206 FAX: 608-424-3234
E-MAIL: geninfo@federalind.com WEBSITE: www.federalind.com

■ Refrigerated cases are designed to operate in a maximum of 75°F (24°C) ambient and 55% relative humidity.
■ Due to continuing engineering improvements, specifications are subject to change without notice.
■ Case temperature will vary if the air curtain is disrupted.
■ The rear of the unit needs to be 6" from a wall on self-contained models. A 208-240 volt, 60 hertz, 1 

phase, 3-wire plus ground power supply is required.
* RSSM-878SC employs two 1.0 HP condensing units.

IntendedEnvironment:TypeI (Self Contained)-Designedtooperateinmaximumambientconditionsof75°F(24°C)and55%relativehumidity. Type II (Remote) -Designedto
operateinmaximumambientconditionsof80°F(24°C)and55%relativehumidity

Zone Intended Product To Be Displayed Avg Prod Temp °F/°C

All Packaged Refrigerated Products 38°F / (3.3°C)

MODEL
DIMENSIONS

SHELVES
SHIPPING WHT SELF CONTAINED OPTIONAL

NEMA PLUG REMOTE
BTU

@ 20˚F
L D H UNITS LBS KILO VOLTAGE AMPS CONFIG (SC) VOLTAGE AMPS

RSSM-378SC
36 35.25 78 in.

4 835 378 208-240/60/1 MAX FUSE 20 L14-20P 120/60/1 MAX FUSE 15 5400
914 895 1981 mm.

RSSM-478SC
47.25 35.25 78 in.

4 925 419 208-240/60/1 MAX FUSE 20 L14-20P 120/60/1 MAX FUSE 15 7500
1200 895 1981 mm.

RSSM-578SC
59.25 35.25 78 in.

4 1160 525 208-240/60/1 MAX FUSE 30 L14-20P 120/60/1 MAX FUSE 15 9,000
1505 895 1981 mm.

RSSM-678SC
71.25 35.25 78 in.

8 1220 553 208-240/60/1 MAX FUSE 30 L14-20P 120/60/1 MAX FUSE 15 10,500
1810 895 1981 mm.

RSSM-878SC
91.5 35.25 78 in.

8 1590 720 208-240/60/1 MAX FUSE 30 L14-20P 120/60/1 MAX FUSE 15 15,000
2324 895 1981 mm.

REFRIGERATED SELF-SERVE HIGH PROFILE SPECIALTY MERCHANDISER – 35” D

Product Specifications

AIA#

SIS#

FEDERAL INDUSTRIES
A Standex Company
215 Federal Avenue, Belleville, WI 53508-9201

PHONE: 800-356-4206 FAX: 608-424-3234
E-MAIL: geninfo@federalind.com WEBSITE: www.federalind.com

■ Refrigerated cases are designed to operate in a maximum of 75°F (24°C) ambient and 55% relative humidity.
■ Due to continuing engineering improvements, specifications are subject to change without notice.
■ Case temperature will vary if the air curtain is disrupted.
■ The rear of the unit needs to be 6" from a wall on self-contained models. A 208-240 volt, 60 hertz, 1 

phase, 3-wire plus ground power supply is required.
* RSSM-878SC employs two 1.0 HP condensing units.

DIMENSION: xx"/(mm) 

DIMENSION TOLERANCE +/- 0.25 (6.4) 

TUB 
DRAIN

L D H L2 L D1 D2

in in in in in in in LBS LBS

mm mm mm mm mm mm mm KILO AMPS
MAX 
FUSE 
SIZE

KILO

36 33 78 6.74 32.25 14.634 16.634 740 695
914 838 1981 171 819 372 423 336 315

47.25 33 78 13.49 43.25 14.634 16.634 820 775
1200 838 1981 343 1099 372 423 372 351
59.25 33 78 14.12 55.25 14.634 16.634 1030 985
1505 838 1981 359 1403 372 423 467 447
71.25 33 78 20.12 67.25 14.634 16.634 1080 1040
1810 838 1981 511 1708 372 423 490 472

3.5 15 R449A 12,30020 NEMA
6-20P R449A 1-1/4VRSS7278C 4 39.42 208-240/60/1 13.7

3.5 15 R449A 11,20020 NEMA
6-20P R449A 1-1/4VRSS6078C 4 32.58 208-240/60/1 13.5

3.0 15 R449A 9,58020 NEMA
6-20P R449A 1VRSS4878C 4 25.74 208-240/60/1 12.5

2.5 15 R449A 6,72020 NEMA
5-20P R449A 3/4VRSS3678C 4 19.47 120/60/1 12.7

SHIP
WGHT

# OF 
TIERS

AMPS MAX
FUSE 
SIZE

NEMA
CORD 

& 
PLUG

2 WIRE + 
GROUND

120/60/12 WIRE +
GROUND

SELF CONTAINED REMOTE

MODEL

DIMENSIONS SHELVING

INTERIOR 
VOLUME

CU FT

STANDARD CONNECTION 
CORD & PLUG

FREON C.U. HP

SHIP
WGHT

PERMANENT 
CONNECT

FREON BTU'S @

+ 20°

VISION SERIES - High Profile Self-Serve Refrigerated Merchandiser - 78"

PLAN VIEW

BACK VIEW
FRONT VIEW

E3974-1 REV -
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CONDENSER
AIR DISCHARGE

CLEAR TEMPERED
GLASS AIR
DEFLECTOR

NOTE:
NO CLEARANCE NEEDED BEHIND UNIT
FOR CONDENSER AIR VENTILATION, IF
UNIT IS PUSHED UP AGAINST A WALL IT 
BECOMES FRONT CONDENSER AIR 
INTAKE AND DISCHARGE.
CASES CAN BE PLACED IN LINE UPS WITH
OUT ALTERNATE VENTILATION SETUPS
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SYMBOL KEY:
   J    ELECTRICAL JUNCTION BOX

   (SUPPLIED W/6” LEADS OR POWER CORD)

   TUB DRAIN LOCATION

   R   REMOTE REFRIGERATION
   LINE CONNECTION




